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Description

1.2.3. Thinners, Autobase Plus Reducers Plus Reducers are products which can be added in many of the Sikkens
topcoats, primers, surfacer and sealers. In which of these multi usable products these additives can be added is visualized
in the cross reference tables below. General product selection is dependant on actual repair size and ambient temperature:

o Extra Fast; for spot and panel repairs; temperature range at 70°F (20°C) and below.
o Fast; spot and panel repairs, temperature range: 70°F-75°F (20°C-24°C).
o Medium; spot and panel repairs and large areas, temperature range: 70°F-85°F (20°C-30°C).
o Slow; larger areas and complete paint jobs, temperature range: 80°F-95°F (25°C-35°C).
o Extra Slow; to use in extremely hot temperatures, temperature range: above 95°F (35°C).

Autosurfacer Reducer Non Sanding can be mixed with Autosurfacer Rapid, Autosurfacer 940 HS and Colorbuild for
optimal performance in case of wet-on-wet application. Mixing ratio’s and application process can be found in each of the
TDS documents of the mentioned products.
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Topcoats Plus Reducer Autobase Plus Reducer 1.2.3 Thinner
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Autobase MM
5.2.19 P P P P P P P
Autobase Plus MM
5.2.19 P P P P P P P P P P P
Autobase Classic MM
S1.04.01 P P P P
Autoclear
5.2.15 P P P P P P P P P P P P P
Autoclear Mat
5.5.1 P P P P P P P P P P P P
Autoclear MS Limited
5.9.6 P P P P P P P
Autoclear HS Limited
5.9.7 P P P P
Autoclear Basiq HS
5.2.76 P P P P P P P P P P P P
Autoclear MS 1000
5.2.26 P P P P P P P P P P P P
Autoclear MS 2000
5.2.23 P P P P P P P P P P P P
Autoclear MS 3000
5.2.27 P P P P P P P P P P P P
Autoclear MS BSR
5.2.43 P P P P P P P
Autoclear Plus
5.2.62 P P P P P P P P P P P P P
Autoclear Plus HS
5.2.64 P P P P
Autocryl MM
5.2.1 P P P P P P P P
Autocryl Plus MM
5.2.49 P P P P P P P P P P P P P
Autocryl Plus Rally Black
5.2.73 P P P P P P P P P P P P P
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Surfacers Plus Reducer Autobase Plus Reducer 1.2.3 Thinner
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Autocryl Filler 3+1
3.2.03 P P P P P P P P P P P P P
Autocryl Filler 3+1 HS
3.2.21 P P P P P P P P P P P P P
Autosurfacer HS (3+1 HS)
3.2.26 P P P P P P P P P P P P P
High Build Filler
3.2.24 P P P P P P P P P P P P
Autosurfacer HB
3.2.27 P P P P P P P P P P P P
Autocryl Filler 3110 (Beige)
3.2.10 P P P P P P P P P P P P P
Autocryl Filler 3110 (Grey)
3.2.14 P P P P P P P P P P P P P
Autocryl Filler
CF Beige / Filler Off White
3.2.06

P P P P P P P P

MUF HS Light Grey
3.2.22 P P P v P P P P P P P P
MUF HS Dark Grey
3.2.22 P P P P P P P P P P P P
Autosurfacer Non Sanding
3.2.17 P P P P P P P
Autosurfacer 940 HS
3.2.20 P P P P P P P P P P P P
Colorbuild
3.2.18 P P P P P P P P P P P P

Sealers Plus Reducer Autobase Plus Reducer 1.2.3 Thinner
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Sealer Transparent
6.5 P P P P P P P P
Autosurfacer Sealer
6.33 P P P P P P P P
Sealer Plus
6.107 P P P P P P P P P P P P P
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Primers Plus Reducer Autobase Plus Reducer 1.2.3 Thinner
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Washprimer 1K CF
1.1.17 P P P P P P P P P P P P
Primer Surfacer EP
2.4.3 P P P P P P P P P P P P
Primer Surfacer EP II
2.4.5 P P P P P P P P P P P P
Plastoflex Primer
1.6.3 P P P P P P P
2K Plastic Primer
2.4.4 P P P P P P P P P P P P
Primer Filler 680 / Beige
2.7.1 P P P P P P P P P
Primer Filler 680 / Grey
2.7.1 P P P P P P P P P

Surfacers / Sealers Autosurfacer Reducer Non Sanding
S9.01.04

Autosurfacer Rapid
3.2.28 P
Autosurfacer 940 HS
3.2.20 P
Colorbuild
3.2.18 P

Akzo Nobel Car Refinish bv. Change in local name in case of difference; i.e. Coatings LTD / Inc.
Adress: Rijksstraatweg 31, PO Box 3, 2170 BA Sassenheim (change to local address)
Tel: +31(0)71308-6944 (Change to local phone number)
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IMPORTANT NOTE The information in this data sheet is not intended to be exhaustive and is based on the present state of our knowledge and on current
laws: any person using the product for any purpose other than that specifically recommended in the technical data sheet without first obtaining written
confirmation from us as to the suitability of the product for the intended purpose does so at his own risk. It is always the responsibility of the user to take all
necessary steps to fulfill the demands set out in the local rules and legislation. Always read the Material Data Sheet and the Technical Data Sheet for this
product if available. All advice we give or any statement made about the product by us (whether in this data sheet or otherwise) is correct to the best of our
knowledge but we have no control over the quality or the condition of the substrate or the many factors affecting the use and application of the product.
Therefore, unless we specifically agree in writing otherwise, we do not accept any liability whatsoever for the performance of the product or for any loss or
damage arising out of the use of the product.  All products supplied and technical advices given are subject to our standard terms and conditions of sale. You
should request a copy of this document and review it carefully. The information contained in this data sheet is subject to modification from time to time in the
light of experience and our policy of continuous development. It is the user's responsibility to verify that this data sheet is current prior to using the product.

Brand names mentioned in this data sheet are trademarks of or are licensed to Akzo Nobel.
Head Office
Akzo Nobel Car Refinishes B.V., PO Box 3  2170 BA Sassenheim, The Netherlands. www.sikkenscr.com


